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The VITAPOWER B-7478S Li-ion Battery 

 
The B-7478S is a high capacity 7800mAh Lithium Ion battery,  
designed to power selected Sony Professional Camcorder models 
and provide even longer camera runtime than the Sony NP-F950, 
NP-F960 and NP-F970 batteries.   
 
The VITAPOWER B-7478S batteries are manufactured using the 
highest quality Lithium Ion Sanyo cells for enhanced safety,       
reliability and longevity.  They are the ideal power solution for the 
following range of popular Sony Professional Camcorders: 
 

 HXR-NX5E / NX5M 

 NEX-FS100E 

 HVR-Z1E / Z5E / Z7E 

 DSR-PD170 / 175 

 HVR-V1E 

 HVR-HD1000E 

 

VITAPOWER B-7478S v Sony NP-F970 
 
The B-7478S is a high quality professional alternative to the Sony 
battery models, with the chart below illustrating the superior     
runtime advantage of the VITAPOWER B-7478S against the Sony 
NP-F970.   
The discharge characteristics of each battery show the 7800mAh 
VITAPOWER provides approximately 22 minutes of additional 
camera runtime. 

Technical Specification 
 
Voltage: 
7.4V 
 

Capacity: 
7800mA t(yp) / 57.72Wh 
 

Dimensions: 
70(L) x 38(W) x 60(H) mm 
 

Weight: 
300g approx. 
 

Replacement for: 
NP-F950, NP-F960, NP-F970 
 

Camera Compatibility: 
HXR-NX5E / NX5M 
NEX-FS100E 
HVR-Z1E/Z5E/Z7E 
DSR-PD-170/175 
HVR-V1E 
HVR-HD1000E 
E & OE 

Discharge Characteristics of VITAPOWER B-7272S vs SONY NPF970
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VITAPOWER B-7272S

SONY NPF970

Discharge Conditions: 

Load 20W / End Voltage 6.0V

Discharge Results

  - VITAPOWER: 148.1min (49.4Wh)

  - SONY: 133.4min (44.5Wh)

 

Discharge Conditions: 
Load 20W / End Voltage 6.0V 
 
Discharge Results: 
 - VITAPOWER: 148.1min 
 - Sony: 133.4min 
 

VITAPOWER: B-7278S 

Sony: NPF970 

 


