
BP-U60
Lithium-ion Battery*

The BP-U60 (56 Wh) Lithium-ion Battery effect-
ively supports professional video shooting in both
the field and the studio. The battery is are
equipped with the professional INFO function that
intelligently communicates battery status data to
the PMW-EX1 camcorder.

The remaining capacity of the battery is displayed
on the LCD monitor and viewfinder when the cam-
corder is powered on. This intelligent battery-
management function allows operators to monitor
the battery status easily and accurately.

*The BP-U60 battery is only compatible with the
PMW-EX1 camcorder.

Technical Specifications

Dimensions (W x H x D) 41.5 x 82.5 x 69.7 mm
(1 11/16 x 3 1/4 x 2 3/4 inches)

Mass 350 g (15 oz)
Maximum/nominal voltage 16.4 V DC/14.4 V DC
Capacity 56 Wh
Charging time (using the BC-
U1)

Approx. 170 min

Operating temperature -20 to +45 °C (-4 to +113 °F)
Remaining capacity display Four LED (20, 40, 60, and 80%)

Compatible Products

XDCAM

PMW-EX1

A Compact Full-HD Camcorder With
SxS PRO Recording, for an Evolving
Era of HD

PMW-EX3

A Semi-Shoulder Full-HD Camcord-
er With SxS PRO Recording, for an
Evolving Era of HD
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